New from Bison—a multi-trace signal enhancement seismograph you can hand carry to the site.

One impact or explosion produces six traces from six geophone stations; two or more enhances signals.

Traces are frozen on the display in a vertical array for visual comparison. Individual traces may be selectively signal enhanced. Arrival times are easily measured with adjustable marker pip and digital time read out. Individually selectable sweep time, sweep delay, and optional filter facilitate reflection seismology. Can be used to record 3-axis measurements from two down-hole stations simultaneously for shear wave analysis.

All advantages of the popular Bison 1570C single-trace seismograph—plus multi-trace operation for greater versatility.
FELLOWSHIP OF THE GEOLOGICAL SOCIETY
MEMBERSHIP OF THE ENGINEERING GROUP

There are no rigid requirements for election to Fellowship. It is usually expected that candidates shall be graduates in geology or an allied subject, or have equivalent qualifications or experience. Membership of the Engineering Group is open to all Fellows without additional charge. Enquiries concerning Fellowship of the Society together with membership of the Engineering Group should be sent to the Secretary of the Engineering Group, Geological Society of London, Burlington House, Piccadilly, London, W1V 0JU.

Members of the Engineering Group are entitled to receive for their subscription the issues of the Quarterly Journal of Engineering Geology. On payment of an additional £3.50 on the annual subscription, members may obtain the Journal of the Geological Society in addition to the Quarterly Journal of Engineering Geology.

Quarterly Journal of Engineering Geology
Volume 11, 1978

NEW FORMAT

Intending authors are advised that from Q.J.E.G. Vol. 11, No. 1 the Journal will be printed in a new double-column format.

Drawings for publication should be in black on white paper or a colourless tracing medium. Maximum page area is 206 mm × 155 mm, and single-column area 206 mm × 75 mm. Originals should preferably be drawn at twice the size of reproduction; no letters should be less than 1 mm high after reduction, i.e. the x height of the lower case.

Drawings should be designed to fit either a single-column width or where necessary a full-page width.

Tables should be submitted in a form suitable for blockmaking, and should preferably fit the single-column width.